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WALTER P. MOORE

MEP/FP ENGINEER
ME ENGINEERS
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LOUCKS, INC.
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prepared by me or under my direct supervision and that

I am a duly Licensed Professional Engineer under the

laws of the State of Minnesota.
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7200 Hemlock Lane, Suite 300

Maple Grove, MN 55369

763.424.5505

www.loucksinc.com

PLANNING

CIVIL ENGINEERING

LAND SURVEYING

LANDSCAPE ARCHITECTURE

ENVIRONMENTAL

1 7-1-16 PRELIMINARY
CITY SUBMITTAL
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SCHEMATIC DESIGN

N
EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN

THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE
STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE
WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED

THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002

MAINTAINING THEIR SERVICE AND / OR RELOCATION OF LINES.

OWNER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL 

WARNING:

AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND

CONCRETE SURFACE

SITE LEGEND

GREEN/OPEN SPACE

LIMITS OF CONSTRUCTIONSCALE       IN       FEET

0 40 80

TOP NUT OF FIRE HYDRANT 370 FEET SOUTH OF THE INTERSECTION OF UNIVERSITY
AVENUE AND SNELLING AVENUE ON THE EAST SIDE OF SNELLING
TNH ELEVATION = 228.15
ELEVATIONS SHOWN ARE BASED ON CITY OF ST PAUL DATUM.
CONVERSION FACTOR TO 1929 NGVD, ADD 694.10.

BENCHMARK

OVERALL

SITE PLAN

C2-2

BITUMINOUS PAVEMENT

SPECIALTY PAVEMENT


