
Table 66.931. Ford District Dimensional Standards 
 

Building Type by 
Zoning District (a) 

Floor Area 
Ratio  
(Min.- Max) 

Lot 
Width 
Min. 
(feet) 

Building 
Width 
Max. 
(feet) 

Building 
Height 
(feet) 

Max. Lot 
Coverage 
by 
Buildings 

Building Setback 
(feet) (e) 

    Min. Max.  ROW  
(Min.- Max.) 

Interior 
Min. 

F1 river residential 

One-family 
dwelling 

0.25 - 1.5 60 60 20 30 48 40% 10 - 40 (g) 10  

Multi-unit home 0.25 - 1.5 80 60 20 48 40% 10 - 40 (g) 10 

Carriage house 0.25 - 1.5 n/a 60 n/a 30 40% 10 - 20 (g) 6 (h) 

F2 residential mixed low 

Townhouse, rowhouse 1.0 - 2.0 30 150 30 55 50% 10 - 20 6 (h) 

Multifamily low 1.0 - 2.0 60 200 30 55 70% 10 - 20 6 (h) 

Carriage house 1.0 - 2.0 n/a 60 n/a 30 per main 
building 

10 - 20 6 (h) 

Live/work 1.0 - 2.0 30 150 30 55 70% 5 - 20 6 (h) 

Nonresidential or 
mixed 

1.0 - 2.0 n/a 500 30 55 70% 5 - 15 6 (h) 

F3 residential mixed mid 

Townhouse, rowhouse 1.0 - 4.0 30 150 30 65 (b) 50% 10 - 20 6 (h) 

Multifamily 2.0 - 4.0 60 n/a 40 65 (b) 70% 10 - 20 6 (h) 

Live/work 2.0 - 4.0 30 150 40 65 (b) 70% 5 - 20 6 (h) 

Nonresidential or 
mixed 

2.0 - 4.0 n/a 500 40 65 (b) 70% 5 - 15 6 (h) 

F4 residential mixed high 

Townhouse, rowhouse 3.0 - 6.0 30 150 48 75 (c) 50% 10 - 20 6 (h) 

Multifamily 
medium 

3.0 - 6.0 n/a n/a 48 75 (c) 70% 10 - 20 6 (h) 

Live/work 3.0 - 6.0 30 150 48 75 (c) 70% 5 - 20 6 (h) 

Nonresidential or 
mixed 

3.0 - 6.0 n/a 500 48 75 (c) 70% 5 - 15 6 (h) 

F5 business mixed 

Nonresidential or 
mixed 

2.0 - 4.0 n/a 500 40 65 (d) 70% 5 - 15 6 (h) 

F6 gateway 

Nonresidential or 
mixed 

1.0 - 3.0 n/a 500 30 65 70% 5 - 15 6 (h) 

Min. - Minimum          Max. - Maximum          ROW - Public Right-of-Way          n/a - not applicable 


